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ALUMINIUM BOODJA SYSTEM
T-base flat balusters with a built-in kick rail
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Slim flat balusters on a continuous T-
base which is an integrated kick rail.
The aluminium Boodja balustrade system pairs slim 50 ×
10 mm flat balusters with a continuous T-base which is a
built-in kick rail — a clean, contemporary look for
balconies, voids and stairs across commercial and
residential projects.

FINISHES

Satin Black Night Sky White

Or per your spec

DESIGNED & INSTALLED TO

AS/NZS 1170… BCA Standards

TECHNICAL SPECIFICATION TDS-BOO-01

Material Aluminium 6063-T6 extrusion

Fixings Stainless steel 316

Balusters 50 × 10 mm flat · 90 mm centres

Base Continuous T-base (built-in kick rail)

Handrail Flat-top 70 × 23 mm or 3° sloped

Mounting Top or side fixed

Max height Up to 1200 mm

Construction Modular

Finish Powder coat

Warranty 10 yr — install & powder coat

Load rating C3 AS/NZS 1170 Table 3.3

Built-in kick rail

Slim 50 × 10 mm flat baton profile

Top or side mounting

Modular system — fast, repeatable install

Commercial & residential rated

ASSEMBLY & PROFILE Exploded assembly, elevation & 120 mm base profile
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