
ARCHITECTURAL BALUSTRADE SYSTEMS

STEEL
STEEL MODDEX-STYLE BALUSTRADE SYSTEM
HDG modular tube balustrade
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Hot-dip galvanised modular tube
balustrade.
The Moddex-Style balustrade is a hot-dip galvanised
(HDG) steel system using 42.4 mm or 48.3 mm round
tube posts and handrails with 12 mm round bar or
perforated infill panels.

FINISHES

Galvanised Powder coated

DESIGNED & INSTALLED TO

AS/NZS 1170… AS 1428… BCA Standards

TECHNICAL SPECIFICATION TDS-MDX-01

Material Steel — HDG or powder-coated

Height Usually 1050 mm

Infill Usually 12mm RB or perforated infills

Construction Modular

Finish HDG

Warranty 10 years on product and installation

Load rating C3 AS/NZS 1170 Table 3.3

Modular — fast, repeatable install

Usually 12mm RB or perforated infills

Round 42.4 or 48.3mm handrail

Concrete anchor screws or Chemset

Rated to C3

PRODUCT & CONFIGURATION Standard options — non-standard on request

Posts Round 42.4 or 48.3mm

Handrail Round 42.4 or 48.3mm

Fixing Concrete anchor screws or Chemset
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